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1. ALL CONSTRUCTION TO COMPLY WITH NATIONAL FIRE PROTECTION ASSOCIATION (NFPA) STANDARDS. GENERAL
CONCRETE @ ACCESSORY,/ EQUIPMENT, RE: A8.1
0 oSG i e 2. ALL CONSTRUCTION TO COMPLY WITH THE UNIFORM FEDERAL ACCESSIBILITY STANDARDS (UFAS). / G1.0 TITLE SHEET
- 3. THE DRAWINGS INDICATE LOCATION, DIMENSIONS, REFERENCE, AND TYPICAL DETAILS OF CONSTRUCTION. THE DRAWINGS DO NOT INDICATE EVERY CONDITION — WORK NOT
® RENDVATE A HEATIRG VENILATING AND AIR CONDITIONING PARTICULARLY DETAILED SHALL BE OF CONSTRUCTION SIMILAR TO PARTS THAT ARE DETAILED. K D CAST STONE MASONRY (un) WINDOW TYPE RE: A6.1 WINDOW FRAME TYPES ARCHITECTURAL
< IN, INCH
CENTERLINE 4. DO NOT SCALE DRAWINGS
INSUL. INSULATION :
¢ P DLl A N I, INIERTR 5. FIGURED DIMENSIONS TAKE PRECEDENCE OVER SCALED DRAWINGS. WHERE DISCREPANCIES OCCUR, THEY SHALL BE REPORTED TO VA/ARCHITECT FOR RESOLUTION. DOOR NUMBER RE: A6.1 DOOR SCHEDULE A1.1 FLOOR PLANS AND DETAILS
; SUUARE J, JOINT 6. DETAILED DRAWINGS AND LARGER SCALE DRAWINGS TAKE PRECEDENCE OVER SMALLER SCALE DRAWINGS. )E( SINGLE GLAZING Al.2 FLOOR PLANS
KD KNOCKOUT SHEET NOTE, RE: SHEET NOTES LIST
d AT 7. MASONRY DIMENSIONS ARE GIVEN TO FACE OF MASONRY AND TO THE FACE OF ROUGH OPENINGS
KIT. KITCHEN : :
A/C AIR CONDITIONING ON  CURRENT PAGE STRUCTURAL
e e LT LINEAL FEET O FOOT 8. PARTITION DIMENSIONS ARE GIVEN TO THE FACE OF STUD UNLESS OTHERWISE NOTED. INSULATED GLAZING
2.]35. F. 2§E¥E FINISH FLODR m LAMINATE 9. DOOR OPENING LOCATIONS ARE DIMENSIONED TO ROUGH OPENING OR CENTERLINE OF OPENING. REVISION KEY RE: REVISED BOX. IN TITLE gg] %E%%LLTJ%ANL S&Tﬁ? FRST FLOOR FRAMING. PLAN
ACDUST ACDUSTICAL e e 10. WHERE NO MATERIAL NOTES OCCUR, THE GRAPHIC MATERIAL INDICATION SHALL INDICATE MATERIAL TYPES AND ITEMS. SEE SYMBOL AND MATERIALS LIST ON THIS SHEET. A BLOCK OF CURRENT PAGE S22 SECOND/THIRD FLOOR FRAMING PLANS
noh MIRLINES DPERATION AREA M. B MACHINE BOLT 11, UNLESS OTHERWISE INDICATED, ALL DRAWING NOTES WHICH DO NOT READ "N.I.C.", "EXISTING’, OR "EXISTING TO REMAIN’, OR "BY OTHERS’ SHALL INDICATE NEW WORK WHICH SHALL BE METAL, (LARGE SCALE DRAWING) $2.5 ROOF FRAMING PLAN
e el Mt A CONTRACTOR FURNISHED AND CONTRACTOR INSTALLED.
ALT, ALTERNATIVE MAX. MAX TMUN 12. ALL MATERIALS SHALL BE INSTALLED IN ACCORDANCE WITH THE MANUFACTURER’S RECOMMENDATIONS AND SPECIFICATIONS. ROOM NUMBER /
ALUA ALUATHL HECH, HECHANICAL 15 THE CONTRACTOR(S) SHALL KEE METAL, (SMALL SCALE DRAWING) MECHANICAL PLUMBING
APPRIX APPRONIMATE ey VT : (S) P ALL AREAS OF CONSTRUCTION CLEAN AND FREE OF DEBRIS. AFTER CONSTRUCTION IS COMPLETE, THE GENERAL CONTRACTOR SHALL PROVIDE FINAL CLEAN UP. P /
ARCH ARCHITECTURAL MFR MANUFACTURER 14. THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS AND DIMENSIONS FOR ACCURACY PRIOR TO BID OPENING. ANY DISCREPANCY SHALL BE BROUGHT TO THE ATTENTION OF THE VA/ARCHITECT. {E— DIMENSION WORK POINT MO.1 MECHANICAL COVER SHEET
AVE. AVENUE W e LS 15. PENETRATIONS THROUGH 1-HOUR RATED ASSEMBLIES SHALL BE FIRE STOPPED IN ACCORDANCE WITH NFPA STANDARDS. FRAMING LUMBER mg% mgg:ﬁmgﬁt Egg:mgm gg:gggtgg
5L BITTTOM T MT'D MOUNTED 16. SUSPENDED CEILING SYSTEMS SHALL BE INSTALLED WITH SEISMIC RESTRAINTS PER NFPA AND INDUSTRY STANDARDS () !
B.0.C. BASE OF CURB N NORTH : : ¢118 =0 ELEvATION POINT M2.1 GROUND FLOOR MECHANICAL PLAN
B. U, BUILT-UP N L C NOT IN CONTRACT 17. REFER TO PROJECT DOCUMENT "HAZARDOUS MATERIALS INSPECTION OF BUILDING 33: BOISE VETERANS ADMINISTRATION MEDICAL CENTER (BOISE VAMC): BOISE, ID AUGUST 20-23, 2010" AND SPECIFICATIONS FOR 7 M2.2 FIRST FLOOR MECHANICAL PLAN
B AR NT.S NOT TO SCALE SCOPE OF HAZARDOUS MATERIALS REMOVAL. #—#— PLYWOOD M2.3 SECOND FLOOR MECHANICAL PLAN
BLK. BLOCK oy N 18. THE CONTRACTOR IS RESPONSIBLE FOR CONSTRUCTING AND MAINTAINING ALL REQUIRED BARRIERS. TEMPORARY FIRE BARRIERS MUST BE CONSTRUCTED FOR ALL OCCUPANCIES WHEREVER CONSTRUCTION LOWERS Wox] WALL TYPE mgg EHR'SBNELgfgogEﬁ%%%E iﬁ%
B, B /K IVERHEAD THE FIRE SAFETY FEATURES OF THE AREA BEING REMOVED (I.E. FIRE SPRINKLERS OR FIRE ALARM SYSTEMS ARE IMPAIRED OR REMOVED). TEMPORARY RATED PARTITIONS MUST RUN FROM SLAB TO SLAB AND SARTICLE BOARD M2.6 FIRST FLOOR HYDRONIC PLAN
: i OVER FROM EXTERIOR WALL OR FIRE RATED PARTITION TO EXTERIOR WALL OR FIRE RATED PARTITION — !
: M2.7 SECOND FLOOR HYDRONIC PLAN
C. B. CATCH BASIN
ce CENTER T0 CENTER e e 19. THE VA REQUIRES THAT ALL PENETRATIONS THROUGH FIRE RATED BARRIERS BE ACCOMPLISHED BY A QUALIFIED FIRESTOP CONTRACTOR IN ACCORDANCE WITH SECTION 078400. WHERE IT IS NOT FEASIBLE TO N\ EXTERIOR ELEVATIONS M2.8 THIRD FLOOR HYDRONIC PLAN
G, CAST IRON 03 DUTSIDE DIAMETER HAVE A QUALIFIED FIRESTOP CONTRACTOR PROVIDING FIRE SEALING ON A DALY BASIS, IT SHALL BE THE RESPONSIBILITY OF THE TRADE PENETRATING THE FIRE RATED BARRIER TO PROVIDE TEMPORARY FIRE =~ A3.1-1 (SEE DWG. #1 @ SHT. A3.1) M3.1 MECHANICAL DETAILS
C.LP, CAST IN PLACE oH OPPOSITE. HAND PROTECTION OF ALL PENETRATIONS AT THE END OF EACH WORK DAY.  TEMPORARY PROTECTION MUST MEET ALL NFPA CODES RELATED TO FIRE BARRIER PENETRATIONS. THE TEMPORARY PROTECTION MUST BE | FINSH LUMBER M3.2 MECHANICAL DETAILS
LM, CONCRETE_ MASONRY UNIT OFF) OFFICE MAINTAINED IN PROPER ORDER UNTIL THE PERMANENT FIRE STOPPING MATERIAL IS INSTALLED. FIREBRICKS OR FIRE PLUGS MUST BE USED TO SEAL PENETRATIONS IN TEMPORARY OR PERMANENT FIRE M3.3 HEATING WATER HYDRONIC SCHEMATIC
oo CONCRETE OPENING DR CLEAN-OLT PG PENING SEPARATIONS (FLOORS AND WALLS) UNTIL THEY CAN BE PROPERLY FIRE SEALED (I.E. CORE DRILLS FOR NEW SEWER LINES PRIOR TO INSTALLATION AND FIRE STOPPING OF SEWER LINES). A7.1—1 ?SEETEA'LDVFVQ(EFE;EN(;ESHT A1) M3.4 CONTROLS SCHEMATIC
T , : . AT M3.5 C
C.W. COLD WATER 0z, [IUNCE 20. THE CONTRACTOR SHALL SEPARATE ALL CONSTRUCTION AREAS FROM AREAS NOT UNDER CONSTRUCTION. THIS SHALL INCLUDE THE ERECTION OF CLEARLY MARKED BARRICADES TO LIMIT ACCESS BY GYPSUM BOARD M3 HgmﬁgLfNASTEEE“S"YAQTCEM CONTROL SCHEMATIC AND POINTS LIST
B CABINET PART. PARTICLE UNAUTHORIZED PERSONNEL, AND TO PREVENT CONTAMINATION FROM PARTICULATE MATTER. IF A FIRE BARRIER IS NOT REQUIRED, THEN A SOLID BARRIER CONSTRUCTED OF METAL STUDS AND SHEETROCK ON \ ‘
e T P/L PROPERTY LINE ONE SIDE SHALL BE USED. THE BARRIER MUST PREVENT THE TRANSMISSION OF DUST BY SEALING THE WALL TO THE FLOOR AND CEILING AND SEALING ALL JOINTS OR BY SOME OTHER METHOD. THE DETAIL SECTION MARK
G GEILING T A EXCEPTION TO A SOLID BARRIER IS IF A FIRE WALL IS NOT REQUIRED AND THE EXPECTED DURATION OF THE TEMPORARY BARRIER WILL NOT EXCEED 7 CALENDAR DAYS. IN THIS SITUATION, A PLASTIC ACOUSTIC TILE/PANEL
CLR. CLEAR o bLATE TEMPORARY BARRIER MAY BE USED. IF A PLASTIC BARRIER IS USED, IT MUST BE INSPECTED DALY TO ASSURE IT INTEGRITY. WHEN PLASTIC SHEETING IS USED, FIRE RESISTANT PLASTIC SHEETING (LIMITED INTERIOR ELEVATIONS ELECTRICAL
CNTRSK COUNTERSUNK PLUMB. PLUMBING COMBUSTIBILITY) MUST BE USED. ALL NECESSARY CAUTIONARY SIGNAGE WILL BE IN ACCORDANCE WITH FEDERAL REGULATION 29CFR 1926.200. 24181
oL, COLUMN PLYD pLYNOOD (SEE DWG #2 @ SHT. A8.1) FO.1 ELECTRICAL LEGEND AND SYMBOLS
CONC, CONCRETE PRE-ENG PRE-ENGINEERED METAL BUILDING 21. THE CEILING SPACE FROM THE BOTTOM OF THE CEILING GRID TO A MINIMUM OF 6” ABOVE THE BOTTOM OF THE CEILING GRID IS RESERVED FOR INSTALLATION OF CEILING MOUNTED ITEMS (L.E. LIGHT FIXTURES, BATT INSULATION E2.0 GROUND FLOOR ELECTRICAL PLAN
CONT. CONTINUOUS . NN SPEAKERS, DIFFUSERS). NO PIPING, DUCTWORK, CONDUITS, ETC., EXCEPT DROPS SERVING THE CEILING MOUNTED [TEMS, IS ALLOWED TO BE INSTALLED IN THIS SPACE, UNLESS OTHERWISE APPROVED BY THE E2.1 FIRST FLOOR ELECTRICAL PLAN
CORR CORRIDER , ' RESIDENT ENGINEER. NEW CONSTRUCTION (SOLID LINE E2.2 SECOND FLOOR ELECTRICAL PLAN
COTR. CONTRACTING DFFICER’S ar. QUARRY TILE 93
TECHNICAL REPRESENTATIVE R RADIUS DR RISER 22. CONTRACTOR IS REQUIRED TO FOLLOW ALL OSHA REGULATIONS CONCERNING CONSTRUCTION. THE SUPERINTENDENT IS REQUIRED TO HAVE COMPLETED, AS A MINIMUM, OSHA’S 10-HOUR TRAINING AND BE INSULATED PANEL OR DOOR -3 THIRD FLOOR ELECTRICAL PLAN
Cu/ COORDINATE WITH R D. RODF DRAIN KNOWLEDGEABLE OF GENERAL SAFETY REQUIREMENTS FOR CONFINED SPACES, FALL PROTECTION, PERSONAL PROTECTIVE EQUIPMENT, TRENCHING, SCAFFOLDING, CRANES, ELECTRICAL, ETC. APPLICABLE E2.4 GROUND FLOOR TELECOMMUNICATIONS PLAN
D. DEEP RO ROUGH DPENING SUBCONTRACTORS ARE TO HAVE A COMPETENT PERSON ON SITE WHEN REQUIRED BY OSHA. IF ACCESSING A CONFINED SPACE, THE CONTRACTOR IS REQUIRED HAVE THEIR OWN CONFINED SPACE AR MONITOR E3.1 SINGLE LINE DIAGRAM, PANEL SCHEDULES
D IRIIKING FOUNTAIN R WL RAIN UATER LEADER AND TO TEST THE AR PRIOR TO ENTERING ANY CONFINED SPACE. IF THE CONTRACTOR MUST ENTER A SANITARY SEWER MANHOLE, IN ADDITION TO A CONFINED SPACE AIR MONITOR, THEY MUST HAVE PROPER oo SRANING. NO SHEET NUMBER E4.1 ELECTRICAL DETAILS
S TR N TN ORCECD) OSHA RESCUE EQUIPMENT FOR A PERMIT REQUIRED CONFINED SPACE. WHERE IT IS NOT POSSIBLE FOR THE VA TO SHUTDONWN AN ELECTRICAL PANEL OR CIRCUIT, THE CONTRACTOR MUST PROVIDE AND USE R INSULATION :
o BTALL REQ'D REQUIRED THE APPROPRIATE SAFETY CLOTHING AND EQUIPMENT AS REQUIRED BY NFPA 70E. THE VA WILL BE MONITORING THE CONTRACTOR'S COMPLIANCE WITH OSHA REGULATIONS. FAILURE TO COMPLY IS GROUNDS AT
R, ROOM FOR STOPPING WORK. :
D S MOISTURE BARRIER
DIAG. DIAGONAL S.C SOLID CORE ’E(
DIM. DIMENSION S.CD SEAT COVER DISPENSER
DN. DOWN S.D SOAP DISPENSER
DWG. DRAWING S.F. SQUARE FEET OR FOOT DISCIPLINE
E B EXPANSION BOLT SSLD A SECURITY IDENTIFICATION DISPLAY AREA PREFIX
ELFS EXTERIOR INSULATION & FINISHING SYSTEM S.N.D. SANITARY NAPKIN DISPENSER
EJ EXPANSION JOINT SNR SANITARY NAPKIN RECEPTACLE
E P. ELECTRICAL PANELBOARD S S STAINLESS STEEL
E WC ELECTRIC WATER COOLER SCHED. SCHEDULE
EA, EACH SECT. SECTION
EL. ELEVATION SHR. SHOWER
ELEC. ELECTRICAL SHT. SHEET
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EQUIP. EQUIPMENT SQ. SQUARE
EXH, EXHAUST ST, STREET TR STEEL (NOT TO SCALE) (NOT TO SCALE)
EXP. EXPANSION STD. STANDARD
EXT. EXTERIOR STRUC. STRUCTURAL
F.A FIRE ALARM SUSP. SUSPENDED
F. B FLAT BAR SYM. SYMMETRICAL
F. D FLOOR DRAIN T&G TONGUE & GROOVE
F.E FIRE EXTINGUISHER T. TREAD
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